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Maintain the same historical maximum 
with heat rate. 

2 the same historical steam flow and 
Ichin",/n",r,<>,<.tn, output 6) 

increase boiler and other systems ""',n",,~'tv 
Install moderate NOx reduction 

7). 
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Station Max 
Gross Load 

1750 MW 

Unit nn .... ",tin,n 

Cost 

5,268,249 NA 

Economics 

Benefit Per 
Year 

NA 

Period 

NA 

Benefit/Cost 
Ratio 

NA 

Environmental Assessment 

30 average 

In,,,,,,,,,t;,,,, in this manner should not 

or 
Deterioration 

Comments 

NOx emissions rate is 0.42 Ibs/MBTU 
is 0.048 Ibs/MBTU 

in NOx and 802 
Total tons per year reductions 

rI" .. -.",,,,,,,,,,rt coal burn. 

in NOx and S02 

to refurbish the HP nozzle block. 

,~,~.~,"O~O,".'" are the necessary to increase the 
of all other ,,,,,>to",,, to handle the increased load. This includes the 

main transformer, generator and other systems, 

Cost of Urea is based on $0,75 per solution. 

cost for SNCR includes 1 % of the cost per year for Maintenance, 

.. rrll"'~"nrl" will decrease to increase scrubber 
"O-'V~NO" of flue gas around the module 

is assumed to be 
Reduction because it is well proven. Other 

as ultra-low NOx burners will be evaluated before the final decision is made. 


